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Technology Mapping
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Example:

t 1 = a + bc;

t 2 = d + e;

t 3 = ab + d;

t 4 = t1t 2 + fg;

t 5 = t4h + t2t 3;

F = t5õ;

This shows an unoptimized set of logic equations consisting of 16 literals

d+ea+bc

t5ô

t1t2 + fg

F

ab+d

t4h + t2t3

Technology Mapping
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Optimized Equations

Using technology independent optimization, these equations are optimized using only 

14 literals:

t 1 = d + e;

t 2 = b + h;

t 3 = at2 + c;

t 4 = t1t 3 + fgh;

F = t4õ;

d+e b+h

t4ô

at2 +c

t1t3 + fgh

F

d+ea+bc

t5ô

t1t2 + fg

F

ab+d

t4h + t2t3
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Optimized Equations

Implement this network using a set of gates which form a library . Each gate has a cost

(i.e. its area, delay, etc.)
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Technology Mapping

Two approaches:

Ç Rule-Based [LSS]

ð Same structure as rule based techniques for technology independent optimization

ð Useful for local optimizations

ð Large execution times

Ç Algoritmic [DAGON, MISII]

Å Represent each function of a network using a set of base 

functions . This representation is called the subject graph .

Å Typically the base is 2 -input NANDs and inverters (Best choice)

Å The set should be functionally complete .

ð Each gate of the library is likewise represented using the base 

set. This generates pattern graphs

Å Represent each gate in all possible ways
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Subject Graph

d+e b+h

t4ô

at2 +c

t1t3 + fgh

bôhô

a

dôeô
hg

f

c

Subject

graph of

2-input 

NANDs and

Invertors

(NAND/INV)

F

F
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Algorithmic Approach

A cover is a collection of pattern graphs such that

Å every node of the subject graph is contained in one (or more) pattern 

graphs 

Å each input required by a pattern graph is actually an output of some 

other graph (i.e. the inputs of one gate must exists as outputs of 

other gates.)

For minimum area, the cost of the cover is the sum of the areas of the gates in the 

cover.

Technology mapping problem: Find a minimum cost covering of the subject graph by 

choosing from the collection of pattern graphs for all the gates in the library.
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Subject Graph

t 1 = d + e;

t 2 = b + h;

t 3 = at2 + c;

t 4 = t1t 3 + fgh;

F = t4õ;

F

f

g

d

e

h

b

a

c
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Pattern Graphs for the IWLS Library

inv(1) nand3 (3)

oai22 (4)

nor(2)
nor3 (3)

xor (5)

aoi21 (3)

nand2(2)
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Subject graph covering

t 1 = d + e;

t 2 = b + h;

t 3 = at2 + c;

t 4 = t1t 3 + fgh;

F = t4õ;

F

f

g

d

e

h

b

a

c

Total cost = 23
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Better Covering

t 1 = d + e;

t 2 = b + h;

t 3 = at2 + c;

t 4 = t1t 3 + fgh;

F = t4õ;

F

f

g

d

e

h

b

a

c

aoi22(4)

and2(3)

or2(3)

or2(3)

Total area = 19
nand2(2)

nand2(2)

inv(1)
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Alternate Covering

t 1 = d + e;

t 2 = b + h;

t 3 = at2 + c;

t 4 = t1t 3 + fgh;

F = t4õ;

F

f

g

d

e

h

b

a

c

nand3(3)

oai21(3)

oai21 (3)

Total area = 15

and2(3)

inv(1)

nand2(2)
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Tech. mapping using DAG covering

Input:

ð Technology independent, optimized logic network

ð Description of the gates in the library with their cost

Output:

ð Netlist of gates (from library) which minimizes total cost

General Approach:

ð Construct a subject DAG for the network

ð Represent each gate in the target library by pattern DAGõs

ð Find an optimal -cost covering of subject DAG using the 

collection of pattern DAGõs
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DAG covering as binate covering problem

Ç Compute all possible matches {mk } (ellipses in fig.) for each node

Ç Using a variable mi for each match of a pattern graph in the subject graph, (mi =1 

if match is chosen)

Ç Write a clause for each node of the subject graph indicating which matches cover 

this node. Each node has to be covered.

ð e.g., if a subject node is covered by matches { m2, m5, m10 }, then the 

clause would be (m2 + m5 + m10).

Ç Repeat for each subject node 

and take the product over all 

subject nodes. (CNF)

m1 m2 . . . mk

n1
n2
.
.
.
nl

nodes
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DAG covering as binate covering problem

Any satisfying assignment guarantees that all subject nodes are covered, but 
does not guarantee that other matches chosen create outputs   
needed as inputs needed for a given match . 

Rectify this by adding additional clauses.

not an output

of a chosen 

match
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DAG covering as binate covering problem

Ç Let match mi have subject nodes si1,é,sin as n inputs. If mi is chosen, one of the 

matches that realizes sij must also be chosen for each input j  ( j not a primary 

input).

Ç Let Sij be the disjunctive expression in the variables mk giving the possible matches 

which realize sij as an output node. Selecting match mi implies satisfying each of 

the expressions Sij for  j = 1 é n.

This can be written

(mi Ý (Si1 é Sin ) )Ú ( m̀i + (Si1 é Sin ) ) Ú (( m̀i + Si1) é ( m̀i + Sin ) )



18

DAG covering as binate covering problem

Ç Also, one of the matches for each primary output of the circuit must be selected.

Ç An assignment of values to variables mi that satisfies the above covering expression 

is a legal graph cover

Ç For area optimization, each match mi has a cost ci that is the area of the gate the 

match represents.

Ç The goal is a satisfying assignment with the least total cost.

ð Find a least-cost prime: 

Å if a variable mi = 0  its cost is 0, else its cost in ci

Å mi  = 0 means that match i is not chosen
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Binate Covering

This problem is more general than unate -covering for two -level minimization because

ð variables are present in the covering expression in both their true and 

complemented forms.

The covering expression is a binate logic function, and the problem is referred to as 

the binate -covering problem.
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Binate Covering: Example

Gate Cost Inputs Produces Covers

m1 inv 1 b g1 g1

m2 inv 1 a g2 g2

m3 nand2 2 g1, g2 g3 g3

m4 nand2 2 a, b g4 g4

m5 nand2 2 g3, g4 g5 g5

m6 inv 1 g4 g6 g6

m7 nand2 2 g6, c g7 g7

m8 inv 1 g7 g8 g8

m9 nand2 2 g8, d g9 g9

m10 nand3 3 g6, c,  d g9 g7, g8, g9

m11 nand3 3 a, b, c g7 g4, g6, g7

m12 xnor2 5 a, b g5 g1, g2, g3, g4, g5

m13 nand4 4 a, b, c , d g9 g4, g6, g7, g8, g9

m14 oai21 3 a, b, g4 g5 g1, g2, g3, g5

1

2

3

4

5

6

7 8

9

a
b

c
d

o1

o2
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Binate Covering: Example

Generate constraints that each node gi be covered by some match.

(m1 + m12 + m14) (m2 + m12 + m14) (m3 + m12 + m14)

(m4 + m11 + m12 + m13) (m5 + m12 + m13)

(m6 + m11 + m13) (m7 + m10 + m11 + m13)

(m8 + m10 + m13) (m9 + m10 + m13)

To ensure that a cover leads to a valid circuit, extra clauses are generated. 

ð For example, selecting m3 requires that 

Å a match be chosen which produces g2 as an output, and 

Å a match be chosen which produces g1 as an output. 

The only match which produces g1 is m1, and the only match which 

produces g2 is m2
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Binate Covering: Example

The primary output nodes g5 and g9 must be realized as an output of some 

match. 

ð The matches which realize g5 as an output are  m5, m 12, m14;

ð The matches which realize g9 as an output are  m9, m 10, m 13

Ç Note:

ð A match which requires a primary input as an input is satisfied 

trivially. 

ð Matches m1,m2,m4,m11,m12,m13 are driven only by  primary 

inputs and do not require additional clauses
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Binate Covering: Example

Ç Finally, we get

( m̀3 + m1) ( m̀3 + m2) (m3 + m̀5) ( m̀5 + m4) ( m̀6 + m4)

( m̀7 + m6) ( m̀8 + m7 + m11) (m8 + m̀9) ( m̀10 + m6)

( m̀14 + m4) (m5 + m12 + m14) (m9 + m10 + m13)

Ç The covering expression has 58 implicants

Ç The least cost prime implicant is

m̀3 m̀5 m̀6 m̀7 m̀8 m̀9 m̀10 m12 m13 m̀14

Ç This uses two gates for a cost of nine gate units. This corresponds to a cover which 

selects matches m12 (xor2) and m13  (nand4).
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1

2

3

4

5

6

7 8

9

a
b

c

d

o1

o2

Gate Cost Inputs Produces Covers

m1 inv 1 b g1 g1

m2 inv 1 a g2 g2

m3 nand2 2 g1, g2 g3 g3

m4 nand2 2 a, b g4 g4

m5 nand2 2 g3, g4 g5 g5

m6 inv 1 g4 g6 g6

m7 nand2 2 g6, c g7 g7

m8 inv 1 g7 g8 g8

m9 nand2 2 g8, d g9 g9

m10 nand3 3 g6, c,  d g9 g7, g8, g9

m11 nand3 3 a, b, c g7 g4, g6, g7

m12 xnor2 5 a, b g5 g1, g2, g3, g4, g5

m13 nand4 4 a, b, c, d g9 g4, g6, g7, g8, g9

m14 oai21 3 a, b, g4 g5 g1, g2, g3, g5

m3 m̀5 m̀6 m̀7 m̀8 m̀9 m̀10 m12 m13 m̀14

Note that the node g4 is 

covered by both matches
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Complexity of DAG covering

More general than unate covering

ð Finding least cost prime of a binate function. 

Å Even finding a feasible solution is NP-complete (SAT). 

Å For unate covering, finding a feasible solution is easy.

ð DAG-covering: covering + implication constraints

Given a subject graph , the binate covering provides the exact solution to the 

technology-mapping problem.

ð However, better results may be obtained with a different initial 

decomposition into 2 -input NANDS and inverters

Methods to solve the binate covering formulation:

ð Branch and bound [Thelen]

ð BDD-based [Lin and Somenzi]

Even for moderate-size networks, these are expensive.
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Optimal Tree Covering by Trees

Ç If the subject DAG and primitive DAGõs are trees, then an efficient 

algorithm to find the best cover exists

Ç Based on dynamic programming

Ç First proposed for optimal code generation in a compiler

ð (KEUTZER)
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Optimal Tree Covering by Trees

Partition subject graph into forest of trees

Cover each tree optimally using dynamic programming

Given:

ð Subject trees (networks to be mapped)

ð Forest of patterns (gate library)

Ç Consider a node N of a subject tree

Ç Recursive Assumption: for all children of N, a best cost match (which implements the 

node) is known

Ç Cost of a leaf of the tree is 0. 

Ç Compute cost of each pattern tree which matches at N,

Cost =  SUM of best costs of implementing each input of pattern 

plus the cost of the pattern

Ç Choose least cost matching pattern for implementing N
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Optimum Area Algorithm

Algorithm OPTIMAL_AREA_COVER(node) {

foreach input of node {

OPTIMAL_AREA_COVER(input);// satisfies recurs. assumption

}

// Using these, find the best cover at node 

node­area = INFINITY;

node­match = 0;

foreach match at node {

area = match ­area;

foreach pin of match {

area = area + pin ­area;

}

if (area < node ­area) {

node­area = area;

node­match = match;

}

}

}



NAND2

INV

NAND2AOI22

NAND2
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Tree Covering in Action

0

0

0

0

0

0

0

0

NAND2

3xNAND2
AOI22 + NAND2 + INV

AOI22 + NAND2 + 2INV

NAND3

QUICKLY

FINAL COST:

2xNAND3 + AOI22 + INV

NAND3
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Complexity of Tree Covering

Ç Complexity is controlled by finding all sub-trees of the subject graph which 

are isomorphic to a pattern tree.

Ç Linear complexity in both size of subject tree and size of collection of 

pattern trees
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Partitioning the Subject DAG into Trees

Trivial partition: break the graph at all multiple -fanout points

ð leads to no òduplicationó or òoverlapó of patterns

ð drawback - sometimes results in many of small trees

Leads to 

3 trees


